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ast experience in the 


lighting fixtures. 
ackground of 


No. 2015 

D L ‘ 

16” x 34” - 3-100 and | 
1-500 watts ~~ 
with alumi- 
num reflector 
and louver — 
3-100 and 
1-500 " watts 
with alumi- — 
num reflector 
and louver t 

12” x 23” - 1-300 watts. 

} Bottom louver 


FOURTH GENERATION OF MASTER CRAFTSMEN | 


No. 2010 
j a D L 3 
" 16”x 34” - 3-100 and © 
3 1-500 watts — 
with alumi- — 
num reflector 
and louver 


with alumi- 
num reflector 
and louver i 
” - 1-300 watt - 
Bottom louver 


FOURTH GENERATION | 


No. 2050 


D L 


18” x 39” - 3-100 and ; 
1-500 watts, 
spun alumi- 


nl a" 
V N a num reflector 
~ 
STP 


~ a By! and louver 


: ea, see if 2-300 watts, 


bottom louver 


FOURTH GENERATION 


_ No. 2035 
D L 


16” x 34” - 3-100 watts and 
1-500 watts 
spun reflector 
and louver 


14” x 30” - 3-100 wattsand 
1-500 watts 
spun reflector 
and louver J 

12” x 23” - 3-100 watts and 
1-500 watts 
spun reflector 
and louver 


OF MASTER CRAFTSM 


en 
pas tt By 


No. 2045 


16” diameter x 42” length 
Lantern only — total sprea: 
35” diam. Can be had le 
prisms. Lantern proper is 
equipped for 3-100 and 
1-500 watts with spun alu-— 
minum reflector and lou 
ver, plus 6 lights on the 
outside with tall crystal cut 
chimneys. Two or three 
circuits, please specify. 


FOURTH GENERATION 


Big? x 34” - 3-100 and am 


1-500 watts fr Masui | 
with spun re- 4 » 6; F ; ey 
flector and 3 Liseit 

louver j a) eS: 21 
4” x 30” - 3-100 and SE 


1-500 watts 


with spun re- 
flector and 
louver 
B32" x 23” - 1-300 watts 
; : louver bottom 


OF MASTER CRAFTSMEN 


No. 2040 
D L 
16” x 41” 


2” x 31” 


-3-100and 
1-500 watts, 
spun reflector 
and louver 
3-100 and 
1-500 watts, 
spun reflector 
and louver 

- 3-100 watts, 
bottom lou- 
ver, open bot- 
tom - closed 
top 


No. 2025 

D Ez 

1544” x 49” - 3-100 and 
1-500 watts, 
aluminum 
reflector & 
louver 

1014” x 39” - 3-100 and 
1-500 watts, 
aluminum 
reflector & 
louver 

Glass: C.R.I., Silvaglo or 

Amber 

Cylinder Lantern 


COLO Hi | No. 2015-5* 


9” x 1414” - extension 4” pocket 
type lantern open top and bottom 


No. 2015-10* 

9” x 2134” extention 4” pocket type 
lantern can be used outside or in- 
side. 


No. 2025-5 pocket type* 
8” x 14” x 4” extention 


10” x 1614” x 5” extention 
Glass; C. R. I. Silvag'« or Amber 


Y No. 2015-10 


No. 2015-5 A 


| No. 2025-5 


*Decorations of all the companion units will match, as close 
as possible, decorations of the large main lanterns selected. 


“Larger units are available — please inquire” 


No. 2040-30* 

10” diameter x 24” length. One 
ft. of chain, open bottom. Can be 
used inside or outside. 


No. 2035-30* 
10” x 19” with 1 ft. rope tubing- 
open top and bottom. 


No. 2020-30* 

10” x 26” - One ft. of chain, opened 
bottom and closed top. Can be 
used inside or outside. 


\ | No. 2035-30 


= *Decorations of all the companion units will match, as close 
No. 2020-30 as possible, decorations of the large main lanterns selected. 
“Larger units are available — please inquire” 


No. 2015-15* 


9” x 21” extention 1014” — 


Hexagon outside lantern, 
open bottom. 


No. 2020-20* 


10” x 26” x 12” extention 


Hexagon outside lantern, 
open bottom. 


*Decorations of all the companion units will match, as close 
as possible, decorations of the large main lanterns selected. 


“Larger units are available — please inquire” 


No. 2025-30 
1114” Diameter - Cut Frosted Glass 
141,” Diameter - Cut Frosted Glass 


No. 2075 
Hexagon Ceiling Unit 
14”; 16” and 18” diameter. 


Glass bottom 


No. 2070 
Hexagon Ceiling units 
14” ; 16”; 18” diameter. w/ louver 


| No. 2025-30 


No. 2070 A 


~<a 
No. 1116 


ight. Extention 1214” - Hinged 
door. 
1052C - Is ceiling type with one 
foot of chain. 
Clear glass or frosted glass. less 
chimney, wired from the top. 
No. 1117 
13” x 20” x 8” extention Pocket 


_ lantern an ideal outside unit. 
No. 1116 


9” x 21” - 12” extention a 
extra large oo suitable for . 
mial style 


No. 1117 A 


General Specifications 0m} 


MATERIALS AND FINISHES FEB? 1991 


Only the finest in extra-heavy gauge metals are used in the manufacture of FAN>x 
CRAFT fixtures. si a eg 
Materials used are: Copper, Brass or Iron (electric welded). 

Finishes are: Antique. copper, Antique brass, Swedish iron or Black. 
Where special finishes are required other than the above, it 
is advisable to send us a sample or description. If an addition- 
al charge is necessary, we will forward quotations. 


GLASSWARE 


Glass panels are either Opalescent, Emaille Yellow, Etched Amber Marine, or 
C.R.I. (crystal roughed inside). If different glass is required, we will be glad to 
receive or submit samples from our sample cases. 


MEASUREMENTS 


All measurements illustrated in the footnotes are for the lantern cages only. They 
do not include chain. Ten feet of chain with canopy are furnished as standard 
equipment. Extra chain available at a small additional cost. 


DECORATIONS 


Decorations illustrated may be incorporated in any lantern cage of your choice. 
Example: Lantern cage decorations of our No. 2010, page 2, may be had on our 
No. 2050, page 4 or vice-versa. If an additional charge is necessary, we will forward 
quotations. 


WIRING 


Each of the large units are equipped with a cluster of three 
lights at the top of the lantern, plus a one-light arrangement at 
the bottom with a spun reflector. This is shielded by an eye- 
appealing metal LOUVER. Two circuit wiring is used through- 
out. Each Fixture carries an Underwriters Inspection Label. 


ORDERING 


When ordering, please be sure to check: 
1. Finish 
. Glassware 
. Total Hanging length of fixture 


will be no extra crating charges. 


SEND IN YOUR SKETCHES OR BLUEPRINTS FOR 
SPECIAL OR CUSTOM-BUILT UNITS 


